STUDEBAKER-PACKARD CORPORATION

SERVICE LETTER

SOUTH BEND 27, INDIANA

supJEct REGISTRATION AND LICENSING DATA: NUMBER P-4A
1958 PACKARD MODELS
DATE Dec. 18, 1957

This letter cancels and supersedes Service
Letter P4 dated Nov. 7, 1957.

It contains registration and licensing data
as well as factory list prices and shipping
weights applicable to the 1958 PACKARD

models with standard equipment.

Roy B. Bender
General Service Manager

RBB:HS



MODEL : STARTING 'DENTIFICATION MUMBERS

SYMBOL Name {1) car serial Humber {2) Engine Number

R L Fackard SHLS=1001 L5=5201

SPECIFICAT|ONS

Wo. of cylinders cylinder Bore Stroke Fiston Displacement | (3} Taxable H.P Tire size
8 3 of1g" 3 5fa" 289 Cu. In. U, & B.00 % 14
{58L—Kk% supercharged)

BODY TYPE symgoL  |PASSERGER | 4y | 57 price | (5) SHIPPING WEIGHT
CAPACITY
packard Hawk = sport Hardtop 58 =KD 8 660,00 3470
packard = 2 pr. Hardtop AEL=J8 fi 257%.00 Aua0
packard — 4 nr. station wagen 58L-PH 6 309 2, 00 3560 {EST-)
packard — 4 [pr. sedan 53 L=r8 é 2932.00 3505

(6] ADDITIONAL WE|GHT

water, | GPTIONAL EQUIPHENT
Engine Qil :
Bagy and_ '3".r uverdlrnn_a Pawelr climatizer and pefroster Radio
Zymbol zasaoline gonditionar Transmission steering
SEL—KD
B L—J& all a1l all
5§ L—P& 159 1bs. 30 1bs. RS b 40 1bs. ANl 30 1bs, sl el
REL—YR
EXPLANATION
1, SERIAL NUMEER [IDENTIFICATION NUMBER} — The serial number plate of the 1953 Model Packard cars will be

2

B

found attached to the 1aft front hinge pillar post.

ENGINE HUMBER — The engine numoer 1= on & machined pad at the left of the goil filler tube mounting on top
al the cylinder block.

TAXABLE HORSEPOWER RATING — The taxable horsepower ratings used herein are derived by the following formula:

N

fi.

the cylinder bore squared, multiplied by the number of cylinders, divided by 2.5.

LIST PRICES — The pricas shown are ractory List prices effective pecember %, 1957 and apply to the models
indicated with standard equipment. 11 prices publ ished in this letter are subject to change without notice.
SHIPPING WEIGHTS — The shipping weights indicated herein are for vehicles with standard equipment only and

fi

exclude water, engine oil, and gasoline.

. READY FOR ROAD WE|GHT =— The approximate ready-for-road weights may be determined by adding to the indicated

ghipping weights the welght shown for water, engine oil, and gasoline and the welght of the items of aptional
equipment on the car,

PRINTED 1M U.5_A.






