z For Battery Dating Codes:
Check voltage. Replace before failure. ' ‘.. TBA Service Instructions, Battery Service.
Deice Exide Firestone* | Glabe I"'“?**“ Goodysar! | Geuld | Grant | Hebbs Prost-0-Litsl U.5. Rubber | Willardt
; : soviain | LOEZE : —
2ER130 Ultra Start 25| P-192E 87 GRES7 2E:5C.130 wPAST | aENId0 |l
2ER120 o L.172E 77 SRESL AZI7E WG [ kS |2rxGa20 | E2120R
194650 AN (| 138 | ZmeleR | - Sure Start 2 ' o7 5 T | e
100 | 2E-100R 15 Faiie ;i LREAS G215E 2ENS100 | ... .. 2EW-100 | E2-100R
9z 2E92 MK.2E § annd L Sy o s 5
%0 2E90 S 15LF
o< A b Startex 2E : 2113
1s 2[R118 Ultra Start 2L P-192L Y219L =2 i T
110 TR 110L | GR-1A57 asc.ilo 2LN-110
105 e 2LR10S L-172L | 7 et | oo 108621, .
100 | [ZS5G 1008 ’ seiast | anze ([BEEGHIC) m wns  |(3EGE | (3557 10ow.at |swalico
195154 200, 250, 300, Clipper 2t °s i Sure Start 2L . ) ; ; )
1954 Cavalier %0 | 2Ls0 e P 59 LC.1A45 G215L 2LNSS0 | 15L 2LW-50 12.90 %0.W.2L | W.2L-50
o | e " Y i GzL : 2080 i . ; :
77 i, Startex 2L W Tty £ 2L13 E2L ATI-2L
72 . aL72 pes Naadl MK-2L G Shewaeas |rensannas ) Saas enes i =
70 | acme spakso | . | oD i ol .
125 | 2rHG.125R s s 2F-PA-ST ..... | HG2Fr.12sR - o
120 2FH.120 : 120H SR-2B51 2FKG-120 | 17K2F remas 2rKG-120 | H2F-120 - -
1951 54 400, Packard ex 1954 Cavalier | 2F 115 e i e i e E 5 T G 115.G.2F | HDW.2F-115
108 2FR103 Sure-Start 2F | L.152F " ol i . ”
100 | arH.a00 ; 100H | LC3B4S | GRISHF | 2FNS-100 | 1SVC 2F.W.100 | H2F.100 SW.2F-100
7 IXMRT2 . P.1160K Y1209KM . SMR-3KM
70 562 et st (Rt ol el [on 2
62 eniindi 3KMRE2  |SureStart 3KM{ L.960K st | A Sl PLIKM | HDW.JKM62]
1955-56  All 60K, {3EAG.60 # EAG3.60
60 | GRS 3XM | SRIKMS4 | A1209KM | BOK-DREO [ 9.3KM | 60KPAS4 | 0kS60 | (EAGES
sa | 0 A I G1209KM s . g
% AKM4E ME-60K 1L
45 JKM4S 5 E-3KM
el 2SMRT2 P T
65 . Ultra Start 25M Y1209CP .| ePrasm d : SMR-25M
60 |{IIMEGHO | 530ep  SoreStam2SMEO PO24s 24.DR60 | 9KISM | 24PAEE | 24560 MSGL1-60 | ED.2SM | HDW-25M.60
o 53 ; 25MES3 L9245 e ; : : i : PL-2SM j :
a7 Al 245 I1HS-50
so [{{HER |Sure-Start 25M 25M | SR24534 | A1209CP |24DRSO | 9.2SM | 24-H-54 24850 MS11:50 . |How-25M.50
43 i et : . R T Y R E-25M i .
41 5 125M41 MK-245 . 3
%0 : 25M40 ik ! G1209CP
*Dricharged batteries Listed For wel-charged batteries, add sulfix “WC”. {Wael-charged batteries Listed. For dry-charged batteriss, add sulfiz “DC™.
3 Check for slippage and frayed edges. Replace before failure.
Year Model Daytan Flrestons Gates Goodrich Goodysar = o
Fan Gan F5* AC] | Fan | Gen. | PS* [ACI| Fan | Gen.| PE" | ACI Gen.| PS* [ACT| Fan | Gen.| PS5 | ACt | Fan | Gen. | P83+ | ACT
1946-47 Cuslom 831X B76TG 100 v-165
1346.50 Clipper 6, 8 vX.68 3127 734 ! 60 V122
194850 Custom 831X 85T 1 . 74 : V165
195154 Al V-18M vaIMp  [v-176MPY 1160 3.1-300 8213 8222 : 449H 468H V49
195556 All without ACY V.187MP VIBM 37159 33160 8205 8202 34w 403H 402H V.55
1956 All with ACH 27M V-IBM  [o4aM  [31459 8205 8202 | 8257 403H 402H | 3032H] v.204
1957 Al ; : V.2TM V/153IMP A oW V55
*BS—Power steering.  1AC—Air conditioning, 1Matched pair of belts.

Check for corrosion, worn insulation and loose wires. Replace before failure.

CABLES

Battery to Ground Auts-Lits Belden Blise Streak | Bowses Seal Fast Crescant Wiry Jos | Firestone Goodyesr Paciard Triple-A u.s. Whitaker wWillard
194650 All 6271 72431 A28-1 3P.265 2241 1027 G27C 127 25-W.1 28C-1 459 UL1.24
195154 All 6232 1212 B2S 3P-205 621 5U.23 G215 51 23.W.1 2301 4538 Us2.22
1955 7 Al 6232 72272 TP-190 12.20 : G215 50-23 19.52 19C1 4538 Us-2.22
1956 All 7214 72123 s IN-160 12.15 5U.16 G21CX IT-15 . 17.8.2 453A us2.17
1352 All 6164 7.1631 Alg.4 et 12:20 G21CX iy 20.W-1 9.C-1 354 Ui-4-20

Battery to Starter Aute-Lits Belden Biue Streak | Bowes Seal Fast (Crescent Wiry Juos| Flrmstens Goodyear Packard Triple-A u.s, Whitaker Wiilard
194647 Clipper 6. 8, Super 8 7271 7.2431 A28-1 aN250 2.24-1 123 G1C 1U.23 23W.1 23-C.| 424 UL1.26
194850 8. Super 8 6271 7.2431 A23.1 3N-250 2241 1023 G23C 10323 23.W-1 23C1 454 Ul1-26
194850 Cusiom 6211 71931 Aisi aN-200 2241 1019 Glac 1019 20-w.1 2301 454 UL1.19
1351.54  All 6341 7131 A30-1 IN.300 231.1 10.34 GIC 10-30 30-W.1 30C.l 455 UL1-31
1955 Al . 6401 7 A3T- 3N-385 1238 G3BC u-38 38wW-1 31.C.] 465 L1
1956 All 0L 74131 ; 3P.395 1243 1U41 40C 1041 sy 42C1 465 11
1957 Al 7134 7.1031 K154 1215 GICK 14.W-1 12.C.1 EED Ul-1-13

Install new oil fill cap when gauze has

Check for proper fit and worn gaskets. Replace worn or damaged caps. '~ geteriorated and cannot be cleaned properly.
Fuel Tank AC | Evrsesd | Firestone 0il Fill AC  |Ewsesl | Firestona Radiator Cosling Sitem | AC | Ewseal |Firestons
1946.50 Al GT4 G0 1B612 1946-56 All FB-2 50-61 3-A177 1946-52 All . 7 RC-3 R 3-B-425
1951.56 Al GT-6 G-33 J-B-671 1957 All FB-15 5061 1953.54 Al . &% - 7 RC-T R6 38425
1957 ] s G- J-B612 1955 All without AC* 13 RC& RS 3-B-583
1955 All with AC* . 13 RCS9 E-13 3-B-721
*AC—Air conditioning. 1936-57 AIL. o 13 RC& E-13 3-B-721

adviovd



FILTER ELEMENTS Replace element. See individual car model diagram page for interval.
0il Fitter Replacement for factory installed filter. Replacement element for field installed Alter.
AC Firestone Fram Pursiator Walker Wix Make Typs £ AC Firestone Fram Purcister | Walker wix
1946 Super B c3ls P54 RC.34 c21, PC-100,
7 Super P316 PF134A Ci134A PIOFF RC 52 PC8ON AR 58 PuS | PR Sa1p P51 RC37 [l oob
194850 All. P316 PF-134A C134A P-70FF RC62 PC-80-N Fram F4 P209 | PE4 CAC4P | P34 BCI6 |PC-LF
195154 Al P316 PF 134A C-134A P-70FF RC61 PC80-N Purclator | P.400 Senes | P20 | PF23I C-231PL P40 BCBY |PCaa
1955.56 All. P-209 PF4 C4 P34 RC.36 BCLF Walker | TF.300 Series | P-270 cl3s P-34w BC30 |PC2S
189S Al B PB30 .97 PC-S0-P Wix WE100 Senes | P-L1S | PR2T (G321 P51 kca7  {ECIO0,)
HOSE, Radiator Check for leaks, softness. Replace before failure.
Dayten Flrestone Qatss Goodysar Thermeold v-T
Year Medel Regular Dayflex Flaxible Regular Vulco-Flex Regidar Flazible Redi-Cury Flexibls
Upper Lower Upger Lower Upper Lower Upper Lower Uppar Lower Upper Lower Upper Lower Upper Lower Upper Lower
1946-47 Clpper 6587 M FD12 FDI4 35188 | 21190 | cH73 CH162 VF8 vFI7 | MH-74 . FH2813 | FH2m8 | RCS09 | koSl 713 718
1948.50 6, Super 8 CH135 . FDI2 FDl4 | 31189 | 31190 | CHI31 | CHIsz VFa YF17 | MH9s . FH2811 | FH2B18 | RC.509 . 713 723
194850 Cusiom CHL35 - DI2 FDI4 31189 | 31193 | CH?3 ] VF8 . MH 74 . FH2813 | PH2e23 | RCS09 | RCS12 713 -
195154 All without Uliramanc 6523 CHI40 | FDI2 FDIS | 31082 | 10100 | CHI& | CHITO V] vF1s | MH.148 | MH.149 | FH2813 | FH28i8 | RC.508 | RC5II 713 718
195154 Al with Ultramanic | 8523 CHl42 | FDI2 30189 | 3194 | CHiea | CH169 VER MH.i48 | MH 117 | FH2811 | FH2 RC509 | BC.517 713 708
195556 All CHi44 | CHiear | FDI2 foiat | 37189 CH275 vFa VFi2t | MH9I FH2813 | FH28061 | RC509 | RCSOTy | 713 7184
1957 CH: CH296 | CH3oa S
*Siraight hose, cut same length as old hose.  tWithout Ultramatic.
SHOCK ABSORBERS* Inspect at each lubrication job. Replace when necessary.
¥ Model Seim Caltabes, Bales Gabrial Golden Glids Tonres
aar
Front Rear Front Raar Freat Resr Front Rear Front Roar Front Rear
194650 All. . : 8500.8 DCI31LB 19481, K S116X i B500-B 1095 KB-18242
195152 Al : 5040-8 8030.B pcegzn DCI122B 5172k 5146K 5040-B B030-B 1098 1096 KB-18164 KB-18275
195354 All 50408 8030-B DCBI2B DC1122B 5172k S157K 5040.B 8030-B ioga 1096 KB-18164 KB-18275
1935 Clipper Super & Do Luze 50408 B8030.B DC8I28 DC11228 5236K 5237 5040.B 8520B 1098 1060 XB-18164 KB-18275
1955  Clipper Custom, Packard 5040-B 8030-B DCrIZH DC11228 s172K SI57K 5040-B 85208 1098 1060 KB.IB164 KB.18420
1958 Al with Torsion, Level Suspsnsion 5040-B 9550.5 DCBI28 DC14138 ; 5040-B 9550.B KB.18164 KB-18420
1956 Al ex. Torsion Level Suspension 5040 B 8030-B DCB24B DC13038 : 5040-B BO30-B C-1100 1101 KB- 18164 KB.18275
1956 Al with Torsion Level Suspenaion 182868 9550.8 DCA24B DC1303B i8286B 9550.8 C.1100 1101 KBP.18471* | KB.1B420
1957 Al 18435-B 18436-B DCI04B DC13058 5379K 5380K 18435.B 18436-8 [<XTFH 51129
FrDirect Acting Typs. =Special mounting supplied on Jowar Joop; use cushion No. 960 {Set No. 12) lor upper mounting.
T —— For Heat Range Chart
. or nge 3
SPARK PLUGS Clean and replace when necessary. Check every 2,000-3,000 miles. "'s.. TBA Service Instructions, Spark Plug Service.
—
R Aute-Lita n“x. Crewn p
Year Model m.' "'m"‘ Standard Ruslstor® Hin
Ne. Gap Ne, Gap Mo, Gap Regular |Powsr Tip) Ne. Gap Wa. Gap Ne. Gap
1946-50 Early All 10 mm 104 028 10 028 P4 028 | Pm4 T8 025 Y6 025 T40F 028
1950 Late-54 All 14 mm 46-5 025 14K 025 AT 025 | AR8 M5 025 8 025 FBOF 025
1955 Al (14 reach) 14 mm 45L 035 145L 035 AL? 035 | ARL8 ARtz | MaL 012 H-lo 035 FIOLF 035
1955 Al (3" reach) .. 4 mm 45XL 035 14XL 035 AGS 035 | AGRSI | AGES2 | MTI2 012 N8B 035
19 i, 14 mm =45XL 035 L4XL 030 AGS 035 | AGESI | AGES2 | MTia 012 N-18 14150L | 035
1957 IO 14 mm 4sL 035 o ; MBL 032 H-10 035
*All resustor plugs, gap 035
THERMOSTATS Suggest spring and fall change for best efficiency.
e s Bishop & Brid t Dele Firestone Fulten Harrisen Thoemsen
aar
Std. Temp. | High Temp. | Std. Temp, | High Temp. | $td, Temp. | High Temp. | Std. Tomp. | High Temp. | Std. Temp. | High Temp. | Std. Temp. | High Temp. | Std. Temp. |High Temp.
1946.50 Al . ; 513 S33HT 3 4T pvI0 DY20H 1E8 30-F 30-FHT 105 108 54 154
195152 All 523 S33-HT 3 3IHT DVl DVIH JE8 30-F 30-FHT 105 54 154
195354 All. . 523 533HT 3 3HT DVl DVIH IE8 0F ; 106P 108P 54 154
195536 All o 533 533HT ) 330-HT [} 4] DVIH® 3E8 330F 330-FHT 106P 108P 54 54
19577 AN .. : et i n 370-HT DVl DV1H® JE231 370F 370.FHT . 54 54
*Recommanded lor winiter use only J
WINDSHIELD WIPERS Check blades and arms. Replace dead rubber or weak arm.
Anderson Tries Zaiger
Yoar Model Sopir-Survics Wady Antl Saapoe-Servica , Biade*
= b Flex* Raoin-Masters Wind-Lint Moter Arm Blada ¢ Moter Inches "
Inches Inches Inches. L . :
194647 AloxceptSuper8 | ... | ... il 10-14 AL-150 TAU-1L 7,12.12‘4 1
7 Super 8. . 11 B- AL150 TAU-11 73312 11
194849 Early All il DH 10:14 M4 AL150 TAU-1I CSM-1 Tigl2 i
Lats-50 da 11 DH 10-14 MV.ST AL-150 TAU-11 CHM-1-19 7%-12 11
195152 AuC . DH 10.14 ST ALIS0 BB.11 CHM-1.19 7442 11
1953 ALl i Z 10-14 MV.5T 150 CPH-10.19 7412 i1
1o T S 0t I DH 10-14 MV.TT AL-150 RB-11 .10 73512 11
1955 Early 12 DH MV-TT AL EB-122 1. 74412 12
1955 Late-56 A . i 12 : DH MV-TT EB.123 CPD-2-1 73412 12
1957 Au; R 12 ; DH AL-150 BB-122 Tig12% 12
*Flexible blades required lor curved windshields may also be used on {lal windshields,

auviavd



——— MODEL IDENTIFICATION

PACKARD

HOOD RELEASE—Facing [ront of car, release is localed
under front of hood 2 inches Io right of center; slide
lever o left. To disengage safely catch, continue to
hold release lever to left while raising hood,

TTERY AND ACCESSORY DATA

BATTERY—12-voll; Group 24S: negative terminal
growun

FUSES —Body & Stop Lights, Dir. Sig., 15 Amp.; AGC
15; behind instrument panel in exposed clips
on {use block

Clock, 3 Amp.; 1AG3; Radio, 7'z Amp.; AGW
743; behind instrument panel in fuse con-
tainer in lead wire

Healer, Delroster, 15 Amp.; AGW 15; it swilch

Overdrive, 15 Amp.; AGC 15; in or on relay
in fuse conlain®r on unit

Lighting Circuils, Power Windows, Windshield
Wiper, Power Seat protected by circuit
breaker

LAMP BULBS —Headlights: No. 5400

Parking Lights, Front with Dir. Sig., Stop and
Rear Lights wilh Dir. Sig.; No. 1034

Back-up Lights: No. 1073

License, Trunk Lights: No. 67

Insirument Panel, Clock. Glove Compartment
Lights: No. 57

Highway Beam Indicator, Dir. Sig. Indicator,
Oil & Generalor Indicator, Automatic Trans-
mission Indicator, €igar Lighter Lighis:
No. 1445

Radio Dial Lights: No. 1891

Dome Light: No. 1004

OIL FILTER —Replace every 5.000 miles
SPARK PLUGS—Gap Seiting .033-.038

SEE TBA (ACCESSORY CROSS-REFERENCE) CARDS FOR
SIZE AND'PART  NUMBERS OF THE FOLLOWING:

BATTERIES CAPS, Fuel lank,  $HOCK ABSORBERS
o1l Ll aod SPARK PLUGS
BELTS Radiator

THERMOSTAT
WINDSHIELD WIPER

HOSE, Radialor
CABLES, Battery  OIL FILTER

—— REVISION STICKERS —

Clipper—1957
TRANSMISSIONS COOLING SYSTEM
MBDEL R ANK CASE I omatic [Conventional With Gvardiive]  DIFFERENTIAL With Heater | Withoul Heater | @AS TANK
All 5 Quarts 9 Quarts 3% Pints 3 Pints 18 Quarts 17 Quarts 18 Gallons
f Drein Localions
1

Lubricate all points EVERY 1,000 MILES with SHELL RETINAX A unless otherwise specified

Servi Service
nstruction UNDER HOOD Instruction
Procedure . Procedure
D-1 Steering Reach Rod— ol — ——CRANKCASE (fill pipe) O
Adopler helpful - SHELL X-100
[check level) Supercharger— — — —|—% MOTOR OIL SHELL X-100
i ) PREMIUM MOTOR OIL
bt Tendi e S iEL DONAX 16 N Above +32° . .. 10W-30 30
@infain level be W?Eﬂ marki on dipshic ._‘_.\ NQI ]ower Ihnn +Io— ]0W-30 20.20W
B-12 Gearshift Rod Upper Ends~ __ 3 N Notlower than —10 ..10W-30 Tow
GOLDEN SHELL MOTOR OIL 20-20W G Below —10 . 5wW-20 —_
B-12 Gearshift Conlrol Lever~ ___ N ~ Check tevel. Dipslick al right side forward of center
Madels with power slecring, filting reached - Generalor (2 oilers) B-2
in driver’s compariment by lurning down GOLDEN SHELL MOTOR OIL 20-20W
rubber boot over steering column
Adgpter helpful
OTHER SERVICE ITEMS
D-1 Front Suspension &
Steering Linkage Inspect at Each Lubrication Job
CRANKCASE Drain and refill-—See “Under Hood"
Fittings for lubricant and grades. Frequency of drain
depends on type of service.
c-3 Cluteh Releas.e Shafi AR CLEANERS Dry lype. Remove element and
Nat on Flightomatic models shake off dust. Install new element every 10.000
D-1 Pedal Shaft miles or every six months whichever occurs first:
D-1 Clutch Pedal Linkage crankcase ventilator, wash in kerosene; do not

oil; crankcase oil fill cap, clean and reoil
GOLDEN SHELL MOTOR OIL. not lighter than SAE
20-20W: power brake ventilator. SAE 10W.
Service if inspection shows need of cleaning. B-4, 7, E-4

Every 5,000 Miles
POWER STEERING RESERVOIR Check level. Fill to
level mark SHELL DONAX T.6. B-11
STEERING GEAR Plug, check level - SHELL SPIRAX
90 EP. Models without power sleering. fill to level
ol top cap screw on leil side of housing. B-11

GOLDEN SHELL MOTOR OIL 20-20W

Not on Flightomatic models T
A-6 (check level) Brake Master Cylinder ol e
SHELL SUPER SAFETY BRAKE FLUID

Keep filled ta 1 inch below top of reservoir

(check level) TRANSMISSION

C-6 Flightomatic
Check level in DRIVE
SHELL DONAX T-6
C-4,5 Convenlional With Overdrive
SHELL SPIRAX EP

All temperatures, SAE 90 Every 10,000 Miles

Fill through separate plugs DIFFERENTIAL Drain and refill- SHELL SPIRAX

F-1 Parking Brake Linkage EP. Above —10 . SAE 90; below —10 , SAE 80.

GOLDEN SHELL MOTOR OIL 20-20W In Twin-Traction type, special lactory-fill lubricant

c-9 Universal Join must be used ‘lor new gears dunng lirst 10,000
Use fow pressure. Adapler helpful miles of operation. it

c9 Universal Joint Spline FRONT WHEEL BEARINGS Repack —— - SHELL
RETINAX A F-2

Use Tow pressure. Adapter helpful

c-9 (2 fittings) Universal Joints _. REAR WHEEL BEARINGS Plug—SHELL RETINAX
Use low pressure. Adopter helpful A. Use low pressure. Keep vent open. c-13

i TRANSMISSION, Conventional With Overdrive Drain

=11 Icheck level) DIFFERENTIAL and rehill through sepatale plugs—SHELL SPIRAX

SHELL SPIRAX EP EP. All lemperatures, SAE 90. C-4,5

E
Above —10°, SAE 90; below — 10°, SAE 80
Every 15,000 Miles

TIRE SIZES AND PRESSURES = ) SUPERCHARGER Drain and refill—SHELL DONAX
F. R. R 17 16,
Sedan 7.60-15 4.ply 24+ 20+ TRANSMISSION, Fligutomatic Drain and refill—
Station Wagon 7.60-15 4-ply 24= 22% SHELL DONAX T-6. C-6

* Suslained high-speeds, 30

Every 20,000 Miles or Yearly

SHELL PROCEDURE POWER BRAKE VACUUM CYLINDER Plug— SHELL

A Body Hardware— [ Max. Mumber 4 DONAX Al Add ! fluid ounce, E-4
Pront Compartm Q Fill Cranl ubrication Poinls—45
B Under Hood Do Not Lubricate
c P;w.r Transmission F g}heel B:g;"inql— UNDER HOOD—Fan, Starter, Water Pump.
D Chassis rake Cables 4
UNDER CHASSIS—Cluich Release Bearing, Propeller
) SA]EHHD* < FEpMTa & Shaft Suppont Bearing, Rear Springs, Rear Spring Bolts
others Satety Sarvices and Shackles, Shock Absorbers.




——— MODEL IDENTIFICATION

& Super

Clipplg Custem 7 6‘1 o \

Four Hundred &
Patricion

PACKARD

Clipper Custom, Deluxe, Super; Four Hundred, Patrician, Caribbean—1956

{With Tersion-Level Suspension)

TRANSMISSIONS

DIFFERENTIAL

MODEL CRANKCASE

Ultramatic

Conventional |With Overdrive

COOLING SYSTEM

With Heater Without Healer GAS TANK

All 5 Quarts 11 Quarts

Lubricate all points EVER

Service
Instruction
Procedurs
B-11 [check level] [plug) $t=ering Gear
SHELL SPIRAX 90 EP

Fill 1o 1 igch below plug hole

4 Pints ® 314 Pinls

B Clipper models, 3 pt.

3% Pints

* 27 Quarts 26 Quaris

% Custom, Deluxe, Super models with

fresh air heclers only, 26% qu
& Drain Locations

20 Gallons

1,000 MILES with SHELL RETINAX A unless otherwise specified

UNDER;OOD

Service
Instruction
Protedure

__ — — —CRANKCASE (fill pipe) O

SHELL X-100
MOTOR Ol SHELL X-100
PREMIUM  MOTOR OIlL

A-6 {check level) Brake Master Cylinder b Koova it Tows
Caribbean SHELL SUPER SAFETY BRAKE FLUID \\ Nl;:’l:é:r R‘lun +10° lgW-Sg 20.32?)w
Madels without power brakes, service through Not lower than —10° . . 10W-30 Tow

HOOD RELEASE Lever located under top grille bar to flosr pan in driver's compartment Belaw —10° . swW.20

lelt of center. Pull lever to night to release hood. Con- ~ % Check level. Di '|', Sain h ide of 9 g%

tinue to pull lever to release salety catch, B-12 Selector Lever — — ? e UL ML R LT

_ ~ i
{oiler) Distributor Shaft — — — __ __ B Generator (2 oilers) B-2

\\ GOLDEN SHELL MOTOR OIL 20-20W
“TRANSMISSION Ultrematic {check level} C-6

GOLDEN SHELL MOTOR OIL 20-20W

BATTERY AND ACCESSORY DATA a2

CABLES, Battery Ol FILTER

BATTERY- -12.voll; Group 60K: negative lerminal
grounded

FUSES—-Glove Compartment, Stop Lighils, Courtesy,
Dome Lights, 20 Amp: SFE 20: Dir. Sig..
Windshield Washer, 9 Amp.; SFE 9; Clock,
2 Amp.: AGA 2; Heolet, Deiroster, Over-
drive (Clipper models), 15 Amp.;: AGC 15;
Radio, Ignition Feed. Oil Gage Indicator
(Clipper models), 72 Amp.; AGW 7%1; be-
hind instrument panel on fuse block

Torsion-Level Suspension Motor Feed, 30 Amp.;
AGC 30: Torsion-Level Suspension Control
Circuil, 72 Amp.; AGW 713 under hood
on firewall on fuse block

Lighting Circuits, Instrument Lights protected
by circuit breaker

1AMP BULBS -Headlights: No. 5400

Parking Lights, Front with Dir. Sig., Stop and
Rear Lights with Dir. Sig.: No. 1034

Back-up Lights: No. 1073

Running Light (ex. Clipper models), License
Plate Lights: Ne. 67

Trunk Light: No. 89

Instrument Panel. Highway Beam Indicator,
Dir. Sig. Indicator, Qil & Generator Indicator
(Clipper models), Automatic Transmission
Indicator, Radio Digl. Clock, Hand Brake
Indi (Clipper modals). Glove Compart-
ment Lights: No, 57

Ignition Lock Lighl: No. 51

Map, Courtesy (ex. Clipper models), Dome
Lights: No. 1004

OIL FILTER Replace every B,000 miles

SPARK PLUGS- Gap Seiting .033

SEE TBA (ACCESSORY CROSS-REFERENCE) CARDS FOR °

SIZE AND PART NUMBERS OF THE FOLLOWING:

BATTERIES CAPS, Fuel tank,  SHOCK ABSORBERS
Oil kll and SPARK PLUGS
BELTS Radialor

THERMOSTAT
WINDSHIELD WIPER

HOSE, Radiator

= REVISION STICKERS ——

D-1 Fron! Suspension &
Steering Linkage

D-1 (2 fittings) Cluich Relay Shaft
Nol on Ullrametic models
Selector Lever ldler Shaft
On Ultromotic models only

D-1 (T or 2 fittings) Cluich and Brake Pedals

Nol on Ultramalic wilh power brokes

{check level] TRANSMISSION

For Ultramalic recommendations, see “Under Hood'™
C-4,5 Conventional and Overdrive
SHELL SPIRAX EP

All temperatures, SAE 90; if shifting

is difficult in cold weather, SAE 80

Fill through separale plugs

c-9 Universal Joint
SHELL SPIRAX 140 EP

On models with conventionol lransmission

Adapter helplul

D-1 (6 figs.) Torsion Bar Compensator Bearings
D-1 (2 fittings) Torsion Bar Rear Load Arm

Cc-9 Universal Joint
SHELL SPIRAX 140 EP

On models with conventional transmission
Adapier helpful

{check level] DIFFERENTIAL

SHELL SPIRAX EP

Above —10°, SAE 90; below —10° for
extended periods, SAE B0

c-1n

TIRE SIZES AND PRESSURES
Fi R.

Clipper Models

7.60-15 4.ply 24* 24*
Packard Models

8.00-15 4-ply 24 24+

8.00-15 &.ply 24~ 24*

* Heavy loads, 26 1b.

UNDER CHASSIS

Max. Number
ubrication Points—51

SHELL DONAX T-6

OTHER SERVICE ITEMS
Inspect at Each Lubrication Job

CRANKCASE Drain and refill—See “Under Hood"
for lubricant and grades, Frequercy of drain de-
pends on type of service. O
AIR CLEANERS Clean and recil—GOLDEN SHELL
MOTOR OIL, Qil bath, SAE 50 Summer, SAE
20-20W Winler; crankcase oil fill cap, crankcase
grade. Service il inspection shows need of
cleaning. B-5,7

Every 5,000 Miles

DISTRIBUTOR FELT UNDER PLATE—SHELL DONAX
H. Lubricate sparingly. Not on Custom, Deluxe or

Super models, B-3
D{STRIBUTCR WICK UNDER ROTOR————SHELL
DONAX H. Lubricate sparingly. -3

POWER STEERING RESERVOIR Check level —SHELL
DONAX T.6. Fill to “F” mark on gage or cover
filter element. B-11
TRANSMISSION, Conventional and Overdrive Drain
and refill through separate plugs—SHELL SPIRAX
EP. All temperatures, SAE 90; if shilting is difficult
in cold weather, SAE B0. C-4,5

Every 10,000 Miles

DIFFERENTIAL Drain and refill —SHELL SPIRAX EP.
Above —10 , SAE 90; below —10° lor extended

periods, SAE B0. c-11
ERONT WHEEL BEARINGS Repack SHELL
RETINAX A. F2

POWER BRAKE CYLINDER AIR CLEANER Replace. E-4

Every 15,000 Miles

UNIVERSAL JOINTS Front and Rear Repack—SHELL
RETINAX A. On Ultramatic medels. c.9

Every 25,000 Miles

TRANSMISSION, Ultramatic Drain and refill—
SHELL DONAX T.6. -6

Do Not Lubricate
UNDER HOOD —Air Cendilioning Compressor Drive Belt
Idler Pulley. Fan, Starier, Water Pump.
UNDER CHASSIS—Brake Cables, Cluich Release Bear-
ing, Compensator Motor Unit, Electro-Hydraulic Mech-
cnism, Power Brake Cylinder, Rear Whee! Bearings,
Shock Absorbers, Torque Arma.



PACKARD

Clipper Deluxe, Super—1956

1o (Without Torsion-Level Suspension)
= MODEL IDENTIFICATION - -
TRANSMISSIONS COOLING SYSTEM
DIFFERENTIAL K
e CRANICCIIE Ultramatic Conventional |Wilh Overdrive 5 With Heater Without Heater G TAN
All 5 Quarts 11 Quarts 3% Pints 4 Pinis 3 Pints *26% Quarts 26 Quarts 20 Gallons
M Fresh air & underseal]
heaters, 27 qt.

Lubricate all points EVERY 1,000 MILES with SHELL RETINAX A unless otherwise specified

% Drain Locations

Servics Service
Instructio Instructios
i UNDER_HOOD bt
. . —— —CRANKCASE (fill pipe)
D-1 (2 fittings) Conirol Arm~_ @ - p;HEI.L X-100 Q
B-11 (check level) {plug) Steering Gear~. ™ MOTOR OIL SHELL ¥-100
?HE?L SPIRAX 90 EP b= — Pﬁfﬁ'%" Morg); (118
HOOD RELEASE—Lever located under lop grille bar to Fill to 1 inch below plug hole ~ ¥ ove e -
i ) i lower than +107. . 10W-30 20-20W
left of center. Pull lever to righl 1o release hood. Con. A-6 (check level] Brake Masler Cylinder ~F N Nof low /
linue .. pull lever to release safety calch, Y >~ ™ Not lower than —10 10W-30 10w
e SHELL SUPER SAFETY BRAKE FLUID ™~ __ i \\ e A - '
BATTERY AND ACCESSORY DATA D-1 Selector Lever— __ - ~ 2, Che¢k level. Dipstick at right side of engine
B-3 (oiler) Distributor Shatt— . __ = EE’ NN N\Generalor (2 cilers) B-2
”"‘“—;f‘;::gi up SR maguti S GOLDEN SHELL MOTOR OIL 20-20W - \\\\ GOLDEN SHELL MOTOR OIL 20-20W
FUSES—Glove Compartmenl, Slop Lights. Courlesy, \\\Conrrol Arm (2 fillings) D-1
Do Lights, 20 Amp,; SFE 20; Dir, Sig, .
Wi:;:higd :Nulherfn; Amp.: SFE 9; Clocgk. UNDER CHASSIS NTRANSMISSION Ultramatic (check level) C-6
2 Amp.; AGA Z; Heater, Defroster, Over- SHELL DONAX T-6
drive, 15 Amp.; AGC 15; Radio, Oil Gage
Indicator, Ignition Feed, 7% Amp.; AGW
7% behind instrumen! panel on fuse block
Lighting Circuits, Instrument Lighls protected
by circuil brecker
LAMP BULBS—Headlights: No, 5400 .
Parking Lights, Front with Dir. Sig., Stop and D-1 Front Suspension & OTHER SERVICE ITEMS

Rear Lighta with Dir. Sig.: No. 1034 Steering Linkage

Back-up Lights: No, 1073

License Plate Lights: No. 67

Trunk Light: No. B9

Instrument Panel, Highway Beam Indicalor,
Dir. Sig. Indicator, Qil & Generator Indicator,
Aulomatic Transmission Indicator, Hand D-1
Bruke Indicator, Radio Dial. Clock, Glove
Compartiment Lights: No. 57

Ignition Lock Light: No. 53 D-1

Map, Dome Lights: No. 1004

Inspect at Each Lubrication Job

CRANKCASE Drain and refill—See “Under Hood"

lor lubricant and grades. Frequency of drain de-
pends on lype of service.

AIR CLEANERS Clean and recil--GOLDEN SHELL
MOTOR OIL. Cil bath, SAE 50 Summer, SAE 20-
20W Winler; crankcase oi] fill cap, crankcase
grade. Service i inspection shows need of clean-
ing. B-5,7

Every 5,000 Miles

(2 fittings) Cluich Relay Shaft

Noi on Ulicamalic models

{1 or 2 fittings) Cluich and Brake Pedals

Mot on Uliramatic with power brokes

Selecior Lever Idler Shaft

OIL FILTER -Replace every 4,000 miles

SPARK PLUGS— Gap Setting .033

SEE TBA (ACCESSORY CROSS.REFERENCE} CARDS FOR

On Ultramalic medels only
[check level) TRANSMISSION

Feor Ultramalic recommendations, see "Under Hood"

POWER STEERING RESERVOIR Check level—SHELL
DONAX T-6. Fill 1o “F" mark on gage or cover
filter elemenl. B-11
TRANSMISSION, Conventional and Overdrive Drain

. C-4,5 Conventional and Overdrive
SIZE AND' PART NUMBERS OF THE FOLLOWING: SHELL SPIRAX EP

and refill through separale plugs— SHELL SPIRAX
EP. All temperatures, SAE 90 if shifting is diffi-

BATTERIES CAPS, Fuel lank,  SHOCK ABSORBERS All temperatures, SAE 90; if shifting cult in cold weather, SAE 80. C4,5
Oil fill and SPARK PLUGS is difficull in cold weather, SAE 80
BELTS Radi;lod!l S Fill through separate plugs Every 10,000 Miles
iat . . 4
CABLES, Battery :ﬁs:iu:t = WINDSHIELD WIPER c-9 (2 fittings) Universal Joints DIFFERENTIAL Drain and refill - SHELL SPIRAX EP.

SHELL SPIRAX 140 EP Above —10°, SAE 90; below —10° for extended

On medels with conventional transmission periods, SAE 80. en
——— REVISION STICKERS — Adapler helpful DISTRIBUTOR WICK UNDER ROTOR———SHELL
DONAX H. Lubricate sparingly. B-1
c-11 {check level) DIFFERENTIAL FRONT WHEEL BEARINGS Repack. SHELL
SHELL SPIRAX EP RETINAX A. F-2
Above —10°, SAE 90; below —10° for POWER BRAKE CYLINDER AIR CLEANER Replace. E-4
extended periods, SAE 80 Every 15,000 Miles
TIRE SIZES AND PRESSURES UNIVERSAL JOINTS Front ond Rear Repack-—SHELL
3 R RETINAX A. On Ultramatic models, c-9
7.60.15 4-ply 24* 24~ Every 25,000 Miles
* Heavy loads, 26 b. - [=] Q e TRANSMISSION, Ultramatic Drain ond refill—
SHELL PROCEDURE Res Rev SHELL DONAX T-. c-é
A Body Hardware— Do Not Lubricate
. gﬁ:xc}‘;:&m'm 0 Fill Crankease UNDER HOOD— Air Conditioning Compressor Drive Belt
Idler Pulley, Fan, Starter, Water Pump.
£ fowe lmmmiion: K Whee! Bacrings— " i UNDER CHASSIS—Brake Cables, Cluich Relsase Bear-
hazais Brak lax. Number ing, Power Brake Cylinder, Rear Springs, Rear Spring
E Springs—8hock G Appearance & wbrigatl
Nhecibam Sclaty Services s Tr‘(l ubrication Points—a8 i‘;::.oﬂ;-:: Shackles, Rear Wheel Bearings. Shock




—— MODEL IDENTIFICATION

PACKARD

Clipper Custom, Four Hundred, Patrician—1955

HOOD RELEASE—Push lefl on levar located to right of
center. Conlinue pushing to release salety catch,

BATTERY AND ACCESSORY DATA

BATTERY—12-voll; Group 60KX: positive terminal

grounded

FUSES—Dir. Sig.. Windshield Washer, 9 Amp.; SFE 9;

behind instrument panel on fuse block

Clock, 2 Amp.: AGA 2; behind instrument
panel on fuse block

Heater. 15 Amp.: AGC 15; behind instrument
panel on fuse block

Instiruments, Radio, Oil Gage Light (Clipper
Custom), 7% Amp.: AGW 7!%: behind in-
sirument panel on fuse block

Overdrive (Clipper Custom). 15 Amp.: AGC
15; in or on overdrive relay under hood on
firewall

Body Wiring, 20 Amp.; SFE 20; behind instru-
ment panel on fuse block

Torsion Level Suspension Compensator Motor,
20 Amp.; SFE 20; on or behind unil in fuse
contfainer near motor lerminal

Lighting Circuils, Auxiliary Lights, Instrument
Panel Lights (except Oil Gage) protected by
circuil breaker

LAMP BULBS- Headlights. Sealed Beam: Unit No. 4400

or improved unit No. 5400

Parking Lights, Front with Dir. Sig., Stop and
Tail Lights wilh Dir, Sig.: No. 1034

Back-up Lights; No. 1073

License Plate Lights: No. 67

Trunk Light: Ne. 83

Instrument Panel, Highway Beam Indicator,
Dir. Sig. Indicator, Oil and G (Clip-
per Custom). Automatic Tronsmission Indi-
cator, Radio Dial, Clock, Glove Compar-
ment Lights: No. 57

Ignition Lock Light: No. 5]

Mop. Dome Lights; No. 1004

Courtesy Light (Packard Series): No. 1004;
Running Light: No. 67

OIL FILTER —Replace every 4,000 miles

SPARK PLUGS—Gap Setting .033..037

SEE TEX TACCESSORY CROSS-REFERENCE) CARDS FOR

$1Z78 ANDIFART NUMBIRS OF THE FOLLOWING

BATTERIES CAPS, Fuel lunk,  SHOCK ABSORBERS
BELTS o e ¢ STARK rLvOS
2 THERMOSTAT

HOSE, Radiator

CABLES, Battery  OIL FILTER WINDSHIELD WIPER

= REVISION STICKERS ——

TRANSMISSIONS COOLING SYSTEM
MEBEL CRANKLCASK Ultramatic Conventional |With Overdrive RICFERERTIAL With Heater Without Heater GAS TANK
All 5 Quarts 11 Quarts 3% Pints 4 Pints 4, Pints 27 Quarts 26 Quarts 20 Galions
1" Drain Locations

Lubricate all’ points EVERY 1,000

ILES with SHELL RETINAX

unless otherwise specified

Service 5 1
Instruction u N D E R H o o D ln-n';:m::
Procedurs “ﬁ‘ Procedurs
B-11 [check level) (plug) Steering Gear « o A CRANKCASE (£l pipe) G
SHELL SPIRAX 90 EP N _ = (e SHELL X-100
. Fill 1o 1 inch below plug hole \\ MOTOR OIL SHELL X-100
) < S N PREMIUM MOTOR OIL
A-6 (check level) Brake Master Cylinder «_ ~ RS Above +90 . . ... 10W-30 10
SHELL SUPER SAFETY BRAKE FLUID ™ - ;E\ AN Nol lower than +10°  10W.30 20-20W
r N Not lower than —10° . 10W-30 10w
B-12 Seleclor Lever ~— \\ N Below — 10 SW-20 ks
B-3 {oiler] Distributor Shaft — e \\ \\ ™\ Check level. Dipstick al right side of engine
GOLDEN SHELL MOTOR OIL 20-20W ~— _____"‘ (g ~ Generalor {2 oilers) B-2
i . GOLOEN SHELL MOTOR OIL 20-20W
~TRANSMISSION Ultramatic (check level) C-6
UNDER CHASSIS SHELL DONAX T-6
OTHER SERVICE ITEMS
D-1 Front Suspension & Inspect at Each Lubrication Job
Steering Linkoge
CRANKCASE Druin and refill—See “Under Hood"
for lubricant and grades. Frequency of drain de-
pends on type of service,
N AIR CLEANERS Clean and recil —GOLDEN SHELL
D-1 (2 fittings) Cluich Relay Shaft MOTOR OIL. Oil bath, SAE 50 Summer, SAE
Not on Uliramalic models 20.20W Winter; crankcase oil fill cap, crankcase
B-12 Selector Lever Idler Shaft Effflfa;,g_smm (" {aspecien: =ove e Dn’-s, 7
On Ultramolic models only E 5.000 Mil
el
D-1 {1 or 2 fittings) Clutch and Brake Pedals g g

Nat en Ullramalic with power brakes

(check levell TRANSMISSION

For Uliramatic recommendations, see “Under Hood"™
C-4,5 Conventional and Overdrive
SHELL SPIRAX EP

All temperatures, SAE P0; if shifting

is difficult in cold weather, SAE 80

Fill through seporate plugs

Universal Joint
SHELL SPIRAX 140 EP

On models with conventional lcansmistion
D-1 (6 figs.) Torsion Bar Compensator Bearings

D-1 (2 fitings) Torsion Bar Rear Load Arm

c-9 Universal Joint
SHELL SPIRAX 140 EP

On models with conventional Iransmiwion

Cc-1 (check level] DIFFERENTIAL

SHELL SPIRAX EP
Above —10°, SAE 90; below —10° for
extended periods, SAE 80

TIRE SIZES AND PRESSURES
F. R.

Clipper Custom

7.60-15 4-ply 24~ 24

7.60-15 6-ply 24 24 W) - Max, Numbar
Four Hundred, Patrician e ubrication Points—53

8.00-15 4-ply 24> 24

8.00-15 &-ply 24* 24

2 Hm- loads. 26 1b.

DISTRIBUTOR FELT UNDER PLATE—SHELL DONAX

H. Lubricate sparingly. B-3
DISTRIBUTOR WICK UNDER ROTOR SHELL
DONAX H. Lubricale sparingly. B-3

POWER STEERING RESERVOIR Check level —SHELL
DONAX T-6. Fill toc “F” mark on gage. B-11
TRANSMISSION, Conventional and Overdrive Drain
and relill through separate plugs—SHELL SPIRAX
EP. All temperatures, SAE 90 il shifting Is difficull
in cold weather. SAE 80. C-4,5

Every 10,000 Miles

DIFFERENTIAL Drain and refill —SHELL SPIRAX EP.
Above —10°, SAE 90; below —10° for extended
periods, SAE B0, c11

FRONT WHEEL BEARINGS Repack— —— SHELL
RETINAX A. 2

POWER -IRAKE CYLINDER AIR CLEANER Replace. E-4

Every 15,000 Miles

UNIVERSAL JOINTS Front and Rear Repack—SHELL
RETINAX A. On Ultramatic models. c-9

Every 20,000 Miles

REAR WHEEL BEARINGS Repack—SHELL RETINAX
A. Necessary to remove oxle shafts. F-2, F-2¢

Every 25,000 Miles

TRANSMISSION, Ulirematic Drain and refill—
SHELL DONAX T-6. Cc-6

Do Not Lubricate
UNDER HOOD—Fan, Starter, Water Pump.
UNDER CHASSIS—Brake Cables, Cluich Release Bear-
ing, Compensator Motor Unit, Electric Control Mech-
anism, Power Broke Cylinder, Shock Absorbems,
Torque Arms.



PACKARD

Clipper Deluxe, Super—1955

—— MODEL IDENTIFICATION TRANSMISSIONS COOLING SYSTEM

DIFFERENTIAL
MODEL CRANKCASE Conventional [With Overdrive I With Heater Withoul Heater

Ultramatic

GAS TANK

All 5 Quarts 11 Quarts 3% Pints 4 Pints 4 Pints *26 % Quarts 26 Quarts 20 Gallons
* Fresh air & underseat
heaters, 27 ql. I
f Drain Locations
1

ricate all points EVERY 1,000 MILES with SHELL RETINAX A unless otherwise specified

Service Sarvics
Instruction UNDER HOOD Instruction
Procedurs Protedere
_ ———CRANKCASE (fill pipe)
D-1 (2 fittings) Control Arms~_ » SHELL X-100
Adoplarhalplul R ) o N MOTOR OfL SHELL X-100
B-11 (check level) (plug) Steering Gear \\ Aaras 56" . Pllgwggl MOTOR OIL
HOOD RELEASE—Push leit on lever located to right of SHELL SPIRAX 90 EP ~ 3 ve 3o sy g = 30
center. Conlinue pushing to release safety catch. Fill 10 1 inch below plug hole \\ :2: ::::: ::::: t:g" e {nggg 20].53{\”
A-6 {check level) Brake Master Cylinder s Below —10° ... ... SW.20 iy
BATTERY AND ACCESSORY DATA SHELL SUPER SAFETY BRAKE FLUID 5 \\ Check level. Dipslick ol right side of engine
BATTERY—12-volt; Group 6O0KX: positive terminal D-1 Selafoelsistcns,, 5=+ & N Generator (2 oilers) B-2
grounded B-3 (oiler) Distributor Shaft — — — __ _ : NN GOLDEN SHELL MOTOR OIL 20-20W
FUSES—Dir. Sig., Windshield Washer, 9 Amp.: SFE 9 GOLDEN SHELL MOTOR OIL 20-20W ‘ N * Conlrol Arms {2 fitings) -1

behind instrument panel on fuse block AR R
Clock, 2 Amp.; AGA 2: behind instrument UNDER CHASSIS \\ PIRe SR .
mel on fuse block .
He 15 R AGE:15: Bk Mateiasiy ::;:‘gg:g&'?: Ultramatic [check level] C-6
panel on fuse block
Instruments, Radio, Oil Gage Light, 7% Amp.!
AGW 7V:; behind instrument panel on fuse

block
Overdrive, 153 Amp.;: AGC 15; in or on relay OTHER SERVICE lTEMs
e e B B Front Suspension & Inspect at Each Lubrication Job

Body Wiring, 20 Amp.: SFE 20: bshind instru-
meni panel on fuse block
Lighting Circuits, Auxiliary Lights, Instrument

Sieering Linkage
CRANKCASE Drain and refill—See "Under Hood"”

Panel Lights (except Oil Gage) p d by for Jubricant and grades. Frequency of drain de-
circuil breaker pends on type of service. ‘0
. AIR CLEANERS Clean and recil —GOLDEN SHELL
LAMP BULBS—Headlights, Sealed Beam: Unil No. 4400 = 7
or improved unit No. $400 D-1 (2 fittings) Clutch Relay Shaft B e o b B f0 Dumer, S A
Parking Lights, Front with Dir. Sig., Stop and Not an Ultramalic models s ;‘:’?“ it inl'pocﬁmuon lhnwﬁip;odaolmkclmm~
Tail Lights with Dir. Sig.: No. 104 D-1 (1 or 2 fittings) Clutch and Brake Pedals ing. B-5,7
Back-up Lights: No. 1073 Eid aahi oo Py
Licanse Pidia Ughu: No. 67 ol an Ultromalic with power brokes ‘VIW 5'000 Miles
Trunk Light: No. 89 i B-12 Selector Lever [dler Shaft POWER STEERING RESERVOIR Check level —SHELL
Instrument Panel, Highway Beam Indicator, On Ultramatic models only DONAX T-6. Fill to "F" mark B-11
Dir. Sig. Indicator, Oil and Generator Indi. sty
- Ao box. R - h | ANSMISSIO! TRANSMISSION, Conventional and Overdrive Drain
cotor. A T lcheck levell TR N and refill through separate plugs—SHELL SPIRAX
Radio Dial. Clock, Glove Compartment For Ultromatic recommendations, ses “Under Hood'" EP. All tem; ?utum SAEPSO- if shifting is diffi-
Lights; No, 57 C-4,5 Conventional and Overdrive cult in cold fm.r, SAE 8D, : 4,5
Ignition Lock Light: No. 53 SHELL SPIRAX EP i
Map, Dome Lights: No. 1004 All temperatures, SAE 90; if shifting Every 10,000 Miles
is difficul? in cold weather, SAE 80 DIFFERENTIAL Drain and refill—SHELL SPIRAX EP.
OIL FILTER @ —Replace avery 4,000 miles Fill Ihrough seporate plugs Above —10°, SAE 90; below —10° for extended
. o o riods, SAE 80. c-1n
SPARK PLUGS—Gap Setting .033..037 2 2 H"s'a%ﬂ L;::::’;"ug":; DISTAISUTOR WiEX UNDES 8OTOR
—————8HELL
SEE TBA [ACCESSORY CROSS-REFERENCE] CARDS FOR On modeis with conventional fransmission ?.%’:nuw‘z-“'-l“g'é:‘:‘;‘;ms qly. B3
SIZEAND PART NUMBERS OF 'THE FOLLOWING Adapler helpful REYINAR A Repack———SHELL e
P CAPS, Fusl lank,  SHOCK ABSORBERS C-11 [check Ievells &E!snrfﬂtli: POWER BRAKE CYLINDER AIR CLEANER Replace. E-4
©il ill and SPARK PLUGS RAX 000
seLYs Badiator i Above —10°, SAE 90; below —10° for Every 15,000 Miles
HOSE, Radiator extended periods, SAE B0 UNIVERSAL JOINTS Front and Rear Repack—SHELL
CABLES, Battery  OIL FILTER WINDSHIELD WIPER RETINAX A. On Ultramatic modals. c-9
TIRE SIZES AND PRESSURES Every 20,000 Miles
r
—— REVISION STICKERS —— F. R. REAR WHEEL BEARINGS Hepack—SHELL RETINAX
7.60-15 4.-ply 24+ 24 A. Necessary o remove axle shaits, F-2, 2=
7.60-15 &-ply 24 24
* Heavy loads, 26 Ib. Every 25,000 Miles
SHELL PROCEDURE “ANS"I‘)IngI:}Tt-JI"wm Drain and nun—“
A Body Hardware—
Front Cgmpumnnnt O- Fill Crankcase Do Noft Lubricate
B Under Hood P
C Power Tronumission  F Whoeel Bearings 3:::: ’t‘:gg?sl_iu:mi- C;ial‘flmgluleh Fllidm. Bear-
D Chaasis Brake Cables a— Max., Number x
£ Sprin G Appearance § et 3 o 5 ing, Electric Control Mechanism, Powser Brake Cylin.
cation Peints—y_
At gl. HM Safety Services | [l Ay 4 der, Rear Springs, Rear Spring Bolts and Shackles,




PACKARD

All Models — 1951 thru 1954

——— MODEL IDENTIFICATION

1951 250, 300, 400

0 T g b

1954 Pockard Series

1954 Clipper Series

HOOD RELEASE—Pull release lever forward. Reached
through upper grille opening, to left of ornament, Lift
up on safety catch under front center of hood.

BATTERY AND ACCESSORY DATA

BATTERY—E-voll (1851-52 200, 250, 300) Group 2L;
(1951-54 400. Cavalier) Group 2F; (1953.54
Clipper, 300, excep! Cavalier} Group 2L:
positive terminal grounded

FUSES—Clock, 3 Amp.; AGA 3; back of clock
Heater, 20 Amp.; SFE 20; in wire lo swilch
Radio, 14 Amp.; SFE 14; in wire 1o radio
Overdrive, 30 Amp.; SFE 30: under hood on
relay
Lighting Circuits protected by circuit breaker

LAMP BULBS—Headlights, Sealed Beam: Unit No. 4030

or improved unit No. 5040

Parking Lights, Froat with Dir. Sig., Stop Lights
with Dir. Sig.: No. 1154

Parking Lights, Fronl without Dir. Sig., Stop
Lights without Dir, Sig., License Plate Ughll
No. 63

Back-up Lights: No. 1133

Trunk Light: No. 81

Instrument Panel, Dir. Sig. Indicater, Oil and
Generator Indicator, Igmition Lock, Clock,
Glove Compartment Lights: No, 55

Highway Beam Indicator, Automatic Trans-
mission Indicater Lights: No. 51

Radio Dial Lighl; No. 44

Map Light: No. 82

Dome Light (1851); No. 82: (1952-54): No. 210

Courtesy Lights {long wheelbase models): No.
210; (others): No. B2

OIL FILTER —Replace every 4,000 miles

SPARK PLUGS—Gap Setting (1951-52) .025-.03p; (1953)
.023-.028: (1954) .025

TRANSMISSIONS DIFFERENTIAL

COOLING SYSTEM

MODEL CRANKCASE

Ultramatic Conventional |With Overdrive

With Heater Withoul Healer GAS TANK

® 4, Pints
B 1951.52 models, 4 pl.

4 12 Quarts

A 1954 under hood
All, 11 qu.

2 Pints 3% Pints

All 7 Quarts

Not on Ultramatic models

{2 Aiftings) Late 1951, oll 1952-54

SHELL RETINAX A

(4 felts) Early 195) models

GOLDEN SHELL MOTOR OIL 20-20W

D-1 Selecior Lever Idler Bracket
On Uitromatic models only

[2 fitings) Gearshift Idler Shaft
No! on Ultramalic models

|1 or 2 finings) Cluich and Brake Pedals

Mot an Ultramalic with power brakes

(check level) TRANSMISSION
Ultramatic

SHELL DONAX T-6

Dipstick under hood on some lale 1954 models
Conventional and Overdrive

SHELL SPIRAX EP

All temperatures, SAE 90; if shifting

is difficult in cold wealher, SAE 80

Fill through separate plugs

.JFront Universal Joint

SHELL SPIRAX 140 EP

On conv. trons. & oll B-possenger. Center joint on 8-past.
Use low pressure. Adapter helplul

Cc-9 Universal Joint Spline
On B-possenger models only, ot rear of cenler beoring
c-9 Universal Joint [*]
SHELL SPIRAX 140 EP

On conv. trans. & all 8-passenger models i o3
Use low pressure. Adopler hnlp!ul/
(check level) DIFFERENTIAL
SHELL SPIRAX EP
Above —10°, SAE 90; below —10° for

exlended periods, SAE 80
1951-52 models, Al plug on lefl side

B-12

D-1

C-6

€4, 5

c-9

c-u1

Max. Number

-—-‘—c{lubﬂ:allm anil—SS

Lubricate all points EVERY 1,000 MILES with SHELL RETINAX A unless otherwise specified

*20%; Quaris 20 Quarts

* Fresh gir & underseat
heaters, 21 ql. |
P Drain Locations
|

20 Gallons

Sarvic = Sarvi
* Instruciion UNDER HOOD Instroction
Frocedure Frocedure
Ja — — —CRANKCASE (fill pi
B-2 (2 oilers) Generator—— — — ¢ pl;:éu X-100 O
GOLDEN SHELL MOTOR OIL 20-20W _ MOTOR OIL SHELL X.100
D-1 (2 fittings) Conirol Arm— == PREMIUM MOTOR OIL
On 1951-52, 1954 Clipper Special ond Deluxe models . Above +90° ... .... 10W-30 30
Adopter hefpful = Not lower than +107. . 10W-30 20-20wW
B-3 lgrease cup) Distributor Shaft— ™~ _ — \\ ;‘;u:w:'lahfn =15 1%33 ek
SOtk VT N Below —10° ........ —_
B-3 Disiributer Wick Under Rotor— " // \ Check level. Dipatick at lef! side of engine
SHELL DONAX H // ‘Conlrol Arm (2 fittings) ‘ D-1
B-11 [check level) (plug) Steering Gear”” // - f:n:,g:f,' ::‘[p::f‘ Clippsr Specialiand Dalursimodsls
SHELL SPIRAX 90 EP ’
Filllo 1 inch below plug hole _- \::a:‘i’:::aqrz Ultramalic (check level) C-6
A-6 (check level) Brake Master Cyl’mder/ U N D E R c H A s s I s Dipstick under car on some 1954 and earlier
SHELL SUPER SAFETY BRAKE FLUID TI7)
; OTHER SERVICE ITEMS
’ 7% \ Inspect at Each Lubrication Job
A / CRANKCASE Drain and refill —See “Under Hood"
D-1 Front Suspension & o Q_\) & i i E;nlgsb::‘f:;::?’q,:i:' Fraquiency: of -drain - da
Steering Linkage 1 = AIR CLEANERS Clean and reoil—GOLDEN SHELL
= MOTOR OIL. Oil bath, SAE 50 Summer, SAE 20-
20W Winler: wire gouze and crankcase oil fill
cap, use crankcase grade. Service if inspection
D-1 Clutch Relay Lever shows need of cleaning. B-5,7

Every 5,000 Miles
ELECTRO-HYDRAULIC MECHANISM Drain and refill
—SHELL SUPER SAFETY BRAKE FLUID. Located
under hood, left side. A-7
GEARSHIFT LEVERS Oil Hole —GOLDEN SHELL
MOTOR OIL 20-20W. Ultramatic with under hood
lill, no lubrication. B-12
POWER STEERING RESERVOIR Check level —-SHELL
DONAX T-6. On some 1953-54 models. Fill to
mark on reservoir or dipstick. B-11
TRANSMISSION, Conventional and Overdrive Drain
and refill through separate plugs—SHELL SPIRAX
EP. All temperatures, SAE 90: if shilting Is diHi-
cult in cold weather, SAE BO. C-4,5

Every 10,000 Miles
DIFFERENTIAL Drain and refill—SHELL SPIRAX EP.
Above — [0, SAE 90; below —10° for extended
periods, SAE B0, c-11
FRONT WHEEL BEARINGS ﬂlpan——sl'l}:u.
RETINAX A. F-2
POWER BRAKE CYLINDER AIR CLEINEI Replace. E-4

Every 135,000 Miles
UNIVERSAL JOINTS Front and Rear Repack
SHELL RETINAX K. On Ulkamatic models except
8.passenger. c-9

Every 20,000 Miles
REAR WHEEL BEARINGS Repack—SHELL RETINAX
A. Necessary lo remove axle shafts, F-2, F-2-¢

Eveory 23,000 Miles
TRANSMISSION, Ulromatic Drain and refill—
SHELL DONAX T-6. (=]

Every 30,000 Miles
UNIVERSAL JOINT Front Repack— —SHELL
RETINAX A. On B-passenger modsls only. c-9

Do Not Lubricate
UNDER HOOD—Air Conditicning Compressor and Drive
Bell Idler Pulleys, Fan. Starter, Water Pump,
UNDER CHASSIS—Air Conditioning System, Brake
Cables, Cluich Release Bearing, Power Brake Cylinder,
Propeller Shaft Center Bearing, lhar Springa, Rear
Spring Belts and Shackles, Shock A




PACKARD

8, Super 8, Custom 8 (23rd Series)}—1949-50

——— MODEL IDENTIFICATION ——

TRANSMISSIONS

COOLING SYSTEM

HOOD RELEASE—Push Jevers undemeath each end of
instrumen! panel.

BATTERY AND' ACCESSORY DATA

BATTERY—S8-volt; Group 2E: positive terminal grounded

FUSES—Dir. Sig., 9 Amp.; SFE 9: in wire near speed-
ometer
Heater, 30 Amp.; SFE 30; in wire near ignition
awilch
Overdrive, 30 Amp,; SFE 30; in luse holder
near starter
Lighting Circuits protected by circuit breaker

LAMP BULBS—Headlights, Sealed Beam: Unit No. 4030

or improved unil No. 5040

Parking Lights, Front with Dir. Sig., Rear and
Stop Lights with Dir. Sig.: No. 1154

Parking Lights, Front without Dir, Sig., License
Plale Lights: No. 83

Instrument Panel, Clock, Map, Glove Compan-
ment Lights: No. 55

Highway Beam Indicator Lighl: Na. 51

Dome, Courtesy Lights: No. 82

OIL FILTER —Replace every 4,000 miles
SPARK PLUGS—Gap Setting .025-.030

SEE TBA [ACCESSORY CROSS-REFERENCE) CARDS FOR
SIZE AND PART NUMBERS OF THE FOLLOWING:

BATTERIES CAPS, Fusl tonk,  SHOCK ABSORBERS
Oil £ill and SPARK PLUGS
BELTS di
Radiator THERMOSTAT

HOSE, Radiator

CABLES, Battery  OIL FILTER WINDSHIELD WIPER

—— REVISION STICKERS ——

MBBEL CRANKCASE Ultramalic Conventional (With Overdrive i R With Healer Withou! Healer GAS,. TANK
8 7 Quarts 12 Quarts 2 Pints 3% Pints 4 Pinls 19 Quarts 18 Quarts 17 Gallons
Super 8 7 Quarts 12 Quarls 2 Pints 3Y Pints " 4 Pints 20 Quarts 19 Quarts 20 Gallons
Cuslom 8 7 Quarts 12 Quarts P i 6 Pinis 20 Quarts 19 Quarts 20 Gallons
B [imousine & 7- % Droin locations -
pais., & pt.

Lubricate all points EVERY 1.000 MILES with SHELL RETINAX A unless otherwise specified

Service Service
Instructl Instruction
Procadure UND HOOD Procedure
B—=5 —~-CRANKCASE (fill pipe)
B-2 (2 oilers) Generator — — — __ _ = -~ ps:ELL X100 O
GOLDEN SHELL MOTOR OIL 20-20W @ —— . MOTOR OIL SHELL X-100
B-11 (check level) plug) Steering Gear— — __ el PREMIUM MOTOR OIL
SHELL SPIRAX 90 EP Above +90° ., .. 10W-30 30
. Not lowet than +10°. 10W-30 20-20W
B-1 loil cup) Starter— —__ § - Not lower than —10°  10W-30 10w
SHELL DONAX H = e Below —10° ... .. . 5w.20 —
Custom 8, Z oil cups, Super B, some 8, no lubrication = il \\ ~ . Check level. Dipslick af left side of engine
S~ PO
A-6 (check level) Brake Master Cylinder— — — — __ S~ Distributor Shaft (grease cup) B-3
SHELL SUPER SAFETY BRAKE FLUID = y, \\ ~ Distributor Wick Under Rotor B-3
Electromatic Clulch Cable Pulley— " Dok i Visimnbrasgm B e
HoIERQliramatic modaty U ND E R CH A s s I s Not on Ultramatic models
D-1 Fronl Suspension & OTHER SERVICE ITEMS
Yesgpe Linkage Inspect at Each Lubrication Job
CRANKCASE Drain and refill—See “Under Hood'"
... for lubricant and grades, Frequency of drain de-
Fittings penda on ype of servica.
AIR CLEANERS Clean and recil—GOLDEN SHELL
D-1 (4 felts) Clutch Relay Lever MOTOR OIL. Oil bath, SAE 50 Summer, SAE 20-
GOLDEN SHELL MOTOR OIL 20-20W 20W Winter; wire gauze and cr:m.kcu'n ofl fill
Not on Ultramatic models cap, use crunkcase grade. Service if inspection
shows need of eleaning, B-5,7
D-1 Pedal Shaft Every 5,000 Miles
ELECTRO-HYDRAULIC MECHANISM Drain and refill
(check Ievll TRANSMISSION L SOPER STy A LU e
c-6 Ultramatic NN = GEARSHIFT LEVERS Oil Hole—— GOLDEN SHELL
_ SHELL DONAX T-6 T MOTOR OIL 20-20W. B-12
C-4,5 Conventional and Overdrive TRANSMISSION, Conventional and Overdrive Drain
SHELL SPIRAX EP 1 and refill jhrough separate plugs—SHELL SPIRAX
All temperatures, SAE 90; if shifting EP. All temperatures, SAE 90; it shifting ia diffi-
is difficult in cold weather, SAE 80 | ‘ cult in cold weather, SAE B80. C-4,5
Fill through separate plugl/ EVC"Y ‘o’ooo Miles
c-9 Universal Joini Spline DIFFERENTIAL Drain and refill—SHELL SPIRAX EP.
©On overdrive and long wheelbase only Above —10°, SAE 90: below —10° for extended
At rear of center bearing on long wheelbose models periody, SAE 80, c-11
FRONT WHEEL BEARINGS Hepack————SHELL
c-11 {check level) DIFFERENTIAL m‘x‘;’ B £2
SHELL SPIRAX EP seal. Redl —SHELL
Above —10°, SAE 90; below —10° for\ Acldionizs molihcatos &
extended periods, SAE 80 Every 20,000 Miles
Fill plug on righ! 1ide on Cusiom B REAR WHEEL BEARINGS Repack—SHELL RETINAX
A. Necessary to remove axle shafts, F-2, F-2-¢
TIRE SIZES AND PRESSURES R Every 25,000 Milas
F. < TRANSMISSION, Ultramatic Drain and refill—
8-passenger 7.60-15 4.ply 24 24 = SHELL DONAX T-6. ]
. 1 n
et 7O by 3% 3 b Erry 30,00 il
uper .60- -ply -9
2332 8.20.15 diply 24 20% UNIVERSAL JOINTS Repack—SHELL RETINAX A. C.
Deluxe 8.00-15 4-ply 24 20¢ L Do Not Lubricate
7-pass,, Limousine 8.20-15 &-ply 26 26 a UNDER HOOD—Fan, Water Pump.
Custo .20- R * Max, Number UNDER CHASSIS—Brake Cables, Clutch Release Bear-
ustom @ o MB 20213 l:a';l: 2420 Lubrication Points—A49 ing, Propeller Shafl Center Bearing (long wheelbazs
Long trips, heavy 4. models), Rear Springs, Rear Spring Belts and Shackiea




PACKARD

8, Super 8, Custom 8 (22nd Series)—1948-49

——— MODEL IDENTIFICATION
TRANSMISSIONS COOLING SYSTEM
: K
MODEL CRANKCASE Conventional With Overdrive DIFFERENTIAL With Healer Without Heater GAS TANI
8 ®7 Quarts 2 Pints 3% Pints 4 Pints 192 Quarts 18 Quaorls 17 Gallons
Super B * 7 Quarls 2 Pints 3Y% Pints ® 4 Pinls 21 Quarts 20 Quarts 20 Gallons
Custom 8 7 Quarts 2 Pints 3% Pinis & Pints 21 Quarls 20 Quarts 20 Gallons
®Early models, 6 ql. B limousine & 7- ‘f Drain locations
posi., 6 pl. I
Lubricate all' points EVERY 1,000 MILES with SHELL RETINAX A unless otherwise specified
Jervice Service
structie
e UND ug R ooD inracen
: B-2 (2 oilers) Generator— — — __ __ oA “GRANKCASE (nl PI:;:LL X100 Q
Custom 8 GOLDEN SHELL TOR OIL 20-20W = o 7
HOOD RELEASE—Push lev. - md eath sach end of Mo il : MOTOR OIL SHELL X-100
instrument panel, R URCam sachen B-1N (check level) (plug) Steering Gear~  __ __ PREMIUM  MOTOR OIL
SHELL SPIRAX 90 EP ‘;'g‘;‘- Above +90" . ... .10W-30 30
. ] Not lower than +10°. 10W-30  20-20W
BATTERY AND ACCESSORY DATA B-1 i cop srer— T[] ~ Nt lower than —10° 10W.30 10w
SHELL DONAX H T ~ \\ Below —10° ., _ . . . .. 5W-20 —_
BATTERY—6&-valt; Group 2E; posilive lerminal grounded Cuitom 8, 2 oil cups. Super B, some 8, no lubrication g ~ ey . Check level, Dipafick of left side of engine
FUSES—Dir. Sllq., 8 Amp.; SFE 9: in wire near speed- A-6 {check level) Brake Masler Cylinder— — __ - g \ \\\\ Distributor Shaft (grease cup) B-3
Clock, 3 Amp.; AGA 3; back of clock [n fuse SHELL SUPER SAFETY BRAKE FLUID e N "Distiibutor Wick Under Rotor B-3
Hal::]a‘te;m Amp.; SFE J0; in wire near ignition ElsciiogiscIuich Eabla Fulley==""" L o hbi?:l?x ?h f 12
switch F ’ s UNDER CHASSIS Gearshift Idler Shafl B-
Overdrive, 30 Amp.; SFE 30; in fuse holder
near starter

Lighting Circuits protected by circuit breaker

LAMP BULBS - Headlights, Sealed Beam: Unil No. 4030
or improved unit No, 5040 D-1 Front Suspension &
Parking Lights, Front with Dir. Sig.. Rear Lights Steering Linkage
with Dir, Sig.: No. 1154
Stop Lights with Dir, Sig.: Ne. 1129
License Plate Lights: No. 63

OTHER SERVICE ITEMS

Inspect at Each Lubrication Job

CRANKCASE Druoin and refill—See "Under Hood"
tor lubricant and grades, Frequency of drain de-

l’.mlrumemAPuaa]. Spa;dnmetar, Dir. rSig'. Indi- D-1 (4 felts) Cluich Relay Lever pends on type of service,

cator, Aut i iasi ndicator, i HELL

Clock. Glove Compartment Lighls: No. 55 D-1 GOLDEN SHELL MOgan 8;53{'512}‘,' ﬂé‘r%?gfr:s mcfaﬂ.;h%dnﬂé sf:::fﬂs:s 20-
Highway Beam Indicator Light: No. 51 20W Winter; wire gauze ond crankcase oil fill
Dome, Courtesy Lights: No. 62 {check lfevel] TRANSMISSION cap, use crankcase grade. Service if inspection

™ C-4,5 Conventional and Overdrive shaws need of cleaning, B-5,7
OIL FILTER —Replace every 4,000 miles SHELL SPIRAX EP
All temperatures, SAE 90; if shifling Every 5,000 Miles

SPARK PLUGS—Gap Setting ,025-.030 is difficull in cold weather, SAE 80
Fill through separale plug:
c-9 Universal Joint
SHELL SPIRAX 140 EP

On some overdrive models

ELECTRO-HYDRAULIC MECHANISM Drain and refill

—SHELL SUPER SAFETY BRAKE FLUID. On con-

vertible models, Localed under hood, left side. A-7
- GEARSHIFT LEVERS Oil Hole——GOLDEN SHELL

SRt TBA (ACCESSORY CROSS-RIFERENCE) CARDS FOR
SIZE AND PART NUMBERS OF THE FOLLOWING.

\'@:
S
BATTERIES CAPS, Fuel lank, SHOCK ABSORBERS Use tow precturcs AdantoRheiotol MOTOR OIL 20-20W. B-12
L el o
_— O Bl o SPARK PLUGS c-9 Universal Jomt Spl?n = te TRANSMISSION, Conventional and Overdrive Drain
HOSE, Radiatar THERMOQSTAT On some overdrive and long wheelbase models :_‘ gd :ﬁlllé?n';:g:l“::ﬁﬂfsﬂ:EP;g?l;.sh}i}nL E;Ig;i{
CABLES, Battery  OIL FILTER WINDSHIELD WIPER _— Al reor of center bearing on leng B;?:‘::;;IHT:;T:; r:ul-l e ol S‘RE = d g cia
; SHELL SPIRAX 140 EP
= REVISION STICKERS —— Ofioma sierdiis aodaly Every 10,000 Miles
Use low pressure. Adapler helpful DIFFERENTIAL Drain and refill—SHELL SPIRAX EP.
c-11 (check level) DIFFERENTIAL Above —10°, SAE 50: below —10° for extended
SHELL SPIRAX EP periods, SAE 80. c-11
Above —10°, SAE 90; below —10* for FRONT WHEEL BEARINGS Repack— — SHELL
extended periods, SAE 80 RETINAX A, F-2
On Custom B, fill plug on right side SHOCK ABSORBERS Front Refill-SHELL DONAX
Al. Rear, no lubrication. E-5
TIRE SIZES AND PRESSURES
R. Ve Every 20,000 Miles
B.pass. 2201; Deluxe 8 2211 REAR WHEEL BEARINGS Repack—SHELL RETINAX
6.50-16 4.ply 28 28 = A, Necessary lo remove axle shafta. F-2, F-2-
7.00-15 4-ply 26 26
Station Sedan 7.50-15 4.ply 24 24 Every 30,000 Miles

Super B 7.00-15 4.ply 24 24
7-pass., limousine 7.00-15 é.ply 32 32
7.60-15 4.ply 24 20*

UNIVERSAL JOINTS Mechanics Repack——SHELL
HETINAX A. c-9

Custom 8 7.00-15 4-.ply 28 28 Not
7-pass., Limousine  7,00-16 é.ply 32 32 @ Do Luticieats
Convertible 7.00-16 4ply 26 26 Max, Number UNDER HOOD-—Fan, Water Pump.

8.20-15 4.ply 24 20% UNDER CHASSIS—Brake Cables, Clutch Relsasa Bear-
"L ing, Propeller Shaft Center Bearing (long wheelbase
g trips, heavy loads, 24. models), Rear Springs, Rear Spring Bolts and Shackles.

Lubrication Points—49 J




PACKARD

8—1941; 6, 8, Super 8—1942; Clipper 6, 8, Super 8—1946-47

——— MODEL IDENTIFICATION
MODEL CRANKCASE TRANSMISSIO_NS - DIFFERENTIAL - EOOEING SY,STEM GAS TANK
Conventional With Overdrive With Healer Without Heater

é 5 Quarts 2 Pints 3% Pinis 4 Pints 15 Quarls 14 Quaris 17 Gallons

8, 1941 6 Quarts 2 Pints 3V Pinls 63 Pints 18 Quarts 17 Quarls 17 Gallons

8, Others 5% Quarls 2 Pints 3% Pinis 4 Pints 18 Quarls 17 Quaris 17 Gallons

Super 8 7 Quarts 2 Pinls 3% Pints 6 Pints 21 Quaris 20 Quarts 20 Gallons

¥ Drain Localions

|
Lubricate all points EVERY 1,000 MILES with SHELL RETINAX A unless otherwise specified

- fervice Sarvice
% oot UNDER HOOD et
) - CRANKCASE (fll pi
; \J' o = B-2 (2 oilers) Generator— —_ - Eg: St = " p;F;leE)LL X-100 0
1946-47 GOLDEN SHELL MOTOR OIL 20-20W _ il MOTOR OIL SHELL X-100
HOGD RELEASE—(1941) Louvre lutch at each side of ; M i PREMIUM MOTOR OIL
hood. (1942) Push lever ai each side of front compart: B-11 ([check level) (plug) Steering Gear— __ W Above +90° 0
ment, under instrument panel. (1946-47) Push levers SHELL SPIRAX 90 EP —— e nee = 4
uniderneath each end of instrument panel. ? ¥ Nol lower than +32: - 10w.30 30
B-1 Starter — __ Not lower than +10° 10W.30 20-20W
SHELL DONAX H —— ~ Not lower than —10° . 10W-30 10w
BATTERY AND ACCESSORY DATA JSHELL BOHAY 1 =~ Nt Cswa0  —
Check level. Dipstick al lefl side of engi
BATTERY—&.valt: (194142 Clipper 6 Convertible, 110) A-6 [check level} Brake Master Cylinder— — —_ T T e " 5';' 'ﬂ : o ',"5'"' s
Group 1: (1941-42 § cyl. Clipper, All 194647) SHELL SUPER SAFETY BRAKE FLUID —— ~ oy, o DVIer STCH talente cop =
Group 2E: {other 1941-42 models) Group 2; —— ~ ~ Distribulor Wick Under Rolor B-3
positive lerminal grounded Eleciromatic Clutch Cable Pulley— — " SHELL DONAX H
Fusss—A'.:lc}:::I;,i 4 Amp.: SFE 4; back of clock in luse ™ Gearshift Idler Shaft B-12
older
Heater, 30 Amp.; SFE 30; in wire near ignition
switch
Overdrive, 30 Amp.; SFE 30; in fuse holder
near starter
(1911547} Bod)é Wiring. Stcj‘pml.lghl' Tail and D-1 Front Suspension &
trument Circuits, 20 p.; SFE 20: in 1 H
holder near light switch Steering Linkage
Other Lighting Circuits protected by circuit
breaker
OTHER SERVICE ITEMS
LAMP BULBS--Headlights, Sealed Beam: Unil No, 4030
or improved unit No, 5040 D-1 (4 felts) Clutch Relay Lever Inspect at Each Lubrication Job
Parking Lights, Front wilh Dir. Sig., Rear and GOLDEN SHELL MOTOR OIL 20-20W CRANKCASE Drain and refill—See “Under Hood"
Stop Lights wilh Dir. Sig.: No. 1154 D-1 Pedal Shaft o ikl d des. F: it
Stop Lights with Dir, Sig.: No. 1129 E aro a i du riccmljand gredes: Frequency ol dralndey
License Plate Lights: No. 63 [check level] TRANSMISSION pends on type of service.
Instrument Panel, Speedometer, Dir. Sig. Indi- Cc-4,5 Conventional and Overdrive :llc:rcol:lngu.“ gl_"l"’l‘:agds';‘gl?fgmm Snsli'é
cator, Clock Lights; No. 55 ez . ummer,
Highway Beam Indicater, Glove Compartment All lemperatures g:g%osf:wﬂjp 20-20W Winter: wire gaguze and crankcase oil fill
Lights: No. 51 b it p] d o ek %7 Bg cap, use crankcase grade. Service if inspection
Dome, Courtesy Lights: No. B2 13 chificull iin Ff[‘l’mm“’u::":;m'. o shows need of cleaning. 85,7
SR St e'vm‘mo s c-9 Universal Joint Spline Every 5,000 Miles
B On Overdrive models with ¢ros type joint GEARSHIFT LEVERS Oil Hole—GOLDEN SHELL
sank s ey st 5.5 e e
! ANS 10N, Conventiohal and Overdrive Drain
SEE TBA {A€CESSORY CROSS-REFERENCE) CARDS!FOR . SHELL SPIRAX EP and refill through separate plugs—SHELL SPIRAX
SIZE AND PART NUMBERS OF THE FOLLOWING: Above —10°, SAE 90; below —10° for EP. All temperatures, SAE 80; if shilting is diffi-
extended periods, SAE 80 cult in cold weather, SAE 80. C-4,5
BATTERIES CAPS, Fuel tank, SHOCK ABSORBERS On Super 8, Al plug located on right side
Oil fill and SPARK PLUGS Every 10,000 Miles
BELTS Radiator s TIRE SIZES AND PRESSURES DIFFERENTIAL Drain and refill —SHELL SPIRAX EP.
HOSE, Radiator F. R Above —10°, SAE 90; below —10° for extended
CABLES, Baltery  OIL FILTER WINDSHIELD WIPER 1941 Clipper 8 7.00-15 4.ply 26 28 periods, SAE 80. c-11
1941 Super 8 (160), FRONT WHEEL BEARINGS Hepack—  SHELL
——— REVISION STICKERS —— Custom 7.00-16 4.ply 28 32 RETINAX A. F2
1941 Super 8 (180) SHOCK ABSORBERS Front Refill—-SHELL DONAX
1903-6 7.00-16 4-ply 26 28 Al. Rear. no lubrication. E-5
1903-A 7.00-16 6-ply 30 36
1904-7 7.00-16 &-ply 27 29 Every 20,000 Miles
1905.8 7.00-16 6-ply 28 32 REAR WHEEL BEARINGS Repack—SHELL RETINAX
194142 & 6.50.15 4.ply 26 28 A, Necessary lo remove axle shafts, k2, F-2<
8 7.00-15 4-ply 26 28
1942 Clipper Super 8 7.00-15 4-ply 28 28 Every 30,000 Miles
1942 Super 8 UNIVERSAL JOIC:_TSC_ML I.E;l'mu A. Ball and
2004-7 7.00-16 éply 27 29 trunnion, repack. Crom typs, dtting, =9
2005-8 7.00-16 é-ply 28 32 L Not Lubricate
2023 7.00-15 4ply 28 28 — HOBD_:" N B
1942-47 Clipper 6, 8 6.50.15 4.ply 28 28 . Wotes ump
194647 Cli 6 Mex: Nursher UNDER CHASSI5—Brake Cables, Clutch Releass Bear-
Clipper 6 .50-15 4-.ply 26 28 Lubsication Pointi—48 ing, Propeller Shaft Center Bearing (long wheelbass
Super 8 7.00-15 4-ply 28 28
g models), Rear Springs, Rear Spring Bolta,




